
BOTTOM OF
DECK OR FLOOR

FIRE RATED CAULK OR SPRAY

5/8" RATED G.W.B.

MINERAL FIBER TOP OF METAL DECK

PARALLEL TO METAL DECK

TOP OF METAL DECKMINERAL FIBER

PERPENDICULAR TO METAL DECK

METAL STUD

Typical fire rated details

HW-D-0042
HW-D-0045
HW-D-0046
HW-D-0049
HW-D-0076
HW-D-0077
HW-D-0082
HW-D-0083
HW-D-0084
HW-D-0085
HW-D-0087
HW-D-0089
HW-D-0106
HW-D-0154

HW-D-0183

HW-D-0014
HW-D-0015
HW-D-0018
HW-D-0019
HW-D-0032
HW-D-0033
HW-D-0058
HW-D-0059
HW-D-0093
HW-D-0094
HW-D-0095
HW-D-0096

HW-D-0104
HW-D-0105
HW-D-0125
HW-D-0126
HW-D-0127
HW-D-0128
HW-D-0129
HW-D-0130
HW-D-0179
HW-D-0180
HW-D-0187

HW-D-0034
HW-D-0043
HW-D-0044
HW-D-0054
HW-D-0079
HW-D-0088
HW-D-0099
HW-D-0102
HW-D-0103
HW-D-0152
HW-D-0153

HW-D-0037
HW-D-0050
HW-D-0100
HW-D-0107
HW-D-0108
HW-D-0124
HW-D-0144
HW-D-0146
HW-D-0147
HW-D-0148

HW-D-0020
HW-D-0021
HW-D-0029
HW-D-0031
HW-D-0101
HW-D-0111
HW-D-0122
HW-D-0134
HW-D-0168
HW-D-0178

HW-D-0024
HW-D-0025
HW-D-0036
HW-D-0062
HW-D-0063
HW-D-0071
HW-D-0072
HW-D-0162
HW-D-1028

HW-D-0047
HW-D-0048
HW-D-0066
HW-D-0067

HW-D-0068
HW-D-0167
HW-D-0191
HW-D-1016

HW-D-0001
HW-D-0002
HW-D-0158
HW-D-0160

HW-D-0016
HW-D-0091

HW-D-0112
HW-D-0132
HW-D-0135

HW-D-0053
HW-D-0164

Rectorseal Hilti STI W R Grace 3M PFPP

Johns Manville USG Tremco Nelson Prod. Carboline OSI

Snap Trak is listed as an alternate framing member for the following UL Head-of-wall listings by test sponsor.

Snap Trak is a specially designed track that                     has clips punched into its sides spaced 8" o.c.  These 
clips engage the inside flange of a steel stud when the stud is snapped into them.  This allows for a positive 
attachment to the steel stud without the need for screws.  Snap Trak can also be used as a floor runner

Snap Trak can be used as a ceiling 
track in fire rated and non-fire rated 
head-of-wall joints.  The punched out 
clip is spaced 1" from the top of the 
track, providing you with 1" of 
deflection in a non-rated assembly.  
In a fire rated assembly, just like
every other deflection system 
available irregardless of their claims, 
the deflection is based on the type 
of fire caulk or fire spray that is used.  

 Snap Trak runners are fabricated 
from 24, 20 and 16 gauge 
galvanized steel. 

Snap Trak runners come in 10' 
lengths and are available for the 
following stud sizes:  
1-5/8", 2-1/2", 3-1/2", 3-5/8", 4", 
6" and 8". 

Toll Free:  (877)  294-7958
Fax:  (320)  398-7805

info@totalsteel.biz
www.totalsteel.biz

P.O. Box 219
Kimball, MN  55353
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Patent PendingPositive Attachment 


